
 

 

 

WT OIL - API: SL/CF     

SEMI SYNTHETIC 
 

DESCRIPTION: 
WT Oil SL/CF semi synthetic motor oil is formulated using the unique additives technology that actively helps 
keep engines clean. It allows the product to provide higher levels of cleansing and protection. This oil is 
particularly suitable for turbo-compressed, multi-valve and direct injection engines. It meets the most difficult 
conditions of use (motorway, heavy urban traffic, etc.) during all seasons. 
 

APPLICATION: 
WT Oil SL/CF is intended for use in modern highly accelerated gasoline and diesel engines of passenger cars, 
minibuses and light trucks which require API SL/CF performance level. 
 

FEATURES & BENEFITS: 
• Superior wear and corrosion protection 
• Protects against start-up wear in cold conditions through excellent low-temperature fluidity 
• Maintains power and economy by minimizing wear 
• Superior viscosity retention 
• Oxidation resistant 
• Engine Cleanliness and low combustion residue 
 

PERFORMANCE LEVELS / MEETS OR EXCEEDS: 
• API SL/CF  
• ACEA A3/B3  
• MB 229.3 (SAE 10W-40) 
• RENAULT RN0700/0710 (SAE 10W-30/10W-40) 
• VW 501.01 / 505 
 

TYPICAL PERFORMANCE: 

PARAMETERS ASTM UNIT WT OIL SL/CF (SEMI SYNTHETIC) 

SAE Grade     10W-30 10W-40  10W-60 

Kinematic Viscosity @ 104°F /40°C D-445 cSt 74.55 101.1 173 

Kinematic Viscosity @ 212°F /100°C D-445 cSt 11.8 15 24 

Viscosity Index D-2270 - 154 156 170 

SP. Gravity @15°C/ 60°F D-4052 g/cm3 0.875 0.874 0.86 

Flash Point (min) D-92 °C 224 226 230 

Pour Point (max) D-97 °C -42 -42 -39 

TBN D-2896 Mg KOH/g 8 8 8 

CCS, (°C) D-5293 m.Pa.S <7000 (-25°C) <7000 (-25°C) <7000 (-25°C) 

 

 

 

 

 


